REV.| ECN NO OR DESCRIPTION | REVISED | DATE
J |co70081,CHANGE PIN HEAD FROM FULL R To R HAHUA 6/27'07
1450 Vox k|00 oREEN PRODUCT IDENTIFCATION MARK | KeENSON 8/1809
9.00 - :
L | een Nocioorzr BILL 2010.06.07
TOP VIEW 3.5Q
> —=—
- | SPECIFICATIONS:
1.RATING: DC 20V 4A
: 2.LOAD SIDE CAPACITANCE: 1uF*4 MIN.
(DY) = R N E— _ 3.INSERTION FORCE: 0.5KG—2KG
= _“ WITHDRAWAL FORCE: 0.5KG-2KG A
3 - 4INSULATION RESISTANCE BETWEEN
© ANY ADJACENT TERMINALS SHALL
. NOT BE LESS THAN 100 MEGOHMS
& BY 500 VOLTS MEGGER.
o1 N 5.JACK SHALL WITHSTAND 250
= o <3 2.00 2.50 VOLTS BETWEEN ANY ADJACENT TERMINAL FOR ONE MINUTE.
- o) |- 21.60%; S 6.CONTACT RESISTANCE SHALL NOT EXCEED 0.03 OHMS.
o 7.JACK SHALL WITHSTAND 5,000 CYCLES OF INSERTION AND
4.8040.3 | WITHDRAWAL WITH TESTING PLUG,AND CONTACT RESISTANCE
: SHALL NOT EXCEED 0.1 OHMS.
= 8.MEASURING CONDITION:
@ = TEMPERATURE: FROM 5C TO 35°C.
P RELATIVE HUMIDITY:  FROM 40% TO 85%.
8.80£0.3 o= 13.75 9.ENVIRONMENTAL SPECIFICATIONS:
= 10.75 9.1 HUMIDITY TEST: HUMIDITY 90% TO 95% TEMPERATURE 40°C
A & . ~ +2°C FOR 96 HOURS
SN :
o a0 1.50 N 9.2 HEAT TEST: TEMPERATURE 70°C + 2°C (HUMIDITY BELOW
3 A 495 | QY 50%) FOR 96 HOURS.
¢ b @ @ 9.3 COLD TEST: TEMPERATURE —40°C + 2'C FOR 96 HOURS.
0 X 10.PACKING: TAPE & REEL.
! i 11.70 CONFORM TO THE “SE—01-001" & ROHS DIRECTIVE”
i iy 12.GREEN PRODUCT IDENTIFICATION MARK ON Jack: @&
, o 7 13.6REEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [G.P. PASS|
Tbov S 14.FOR LEAD—FREE PROCESS.
4.9540.3 15.SOLDER ABILITY AND MAX. SOLDER TEMPERAUTRE
> 0103 ACCORDING ICP /JEDEC J—STD—020C.
SULD. 16. DATE CODE DESCRIPTION: YY MM DD
1075403 “Loar
MONTH
13.75+0.3 PC BOARD LAYOUT YEAR
A—A" SECTION TOP VIEW (TOLERANCE: +0.05)
G SHIELDING PLATE 1 BRASS 0.3t TIN(Lead fres) PLATING
£ PIN 1 BRASS BAR NICKEL PLATING
OATE CODE E TERMINAL 1 BRASS STRIP 0.5t SILVER_PLATING
D SHUNT TERMINAL 1 BRASS STRIP 0.5t SILVER_PLATING
= A R S e T ey
= 2 S SNy — SCHEMATIC C TIP SPRING 1 COPPER ALLOY 0.3t SILVER PLATING
O H 1T ——
S| ™ | B COVER 1 HIGH TEMP.THERMOPLASTIC | Black coLOR
= A— | vy H_H_|© wtfyv UL 94V—0
9 I MMOE! #3 R LoDy . HIGH TEMP.THERMOPLASTIC | giack  coLOR
S A 6 #2(-) UL 94V—=0
5 NO DESCRIPTION QT MATERIAL PLATING&COLOR
T UNLESS OTHERWISE g Singatron Enterprise Co., Ltd.
'e] — .
2 SPECIFED TOLERANCES S SR TR T
]
DECIMALS: ANGLES: | TITEL DC POWER JACK
P/N:2DP—5517—AH2 R
= X 205 X A2 DWN | e rocen PART NO. 2DC-S315-X01
MATING PLUG(REF ONLY) PART NO. PIN DIA. XX 0.3 XX:£1" [CHKD| oo |SCALE:4:1  |UNIT: mm @ =7
| zoo-sas-son fe25 o XXX 102 APVD| o oms |SIZE: A3 SHEET: 10F1_|REV: L
0
2DC—S315-101 21.65 1o, CUSTOMER COPY
1 2 4 4> 5 ! 6 ! 7 | 8 mewwa




